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ToucH or‘PLACE’ THE MAGNET WAND DIRECTLY ON
SENSOR FACE OVER THE @ AND INDICATORS

SETUP INSTRUCTIONS Place magnet

for SET

Place magnet to

1. THERMAL SwiTcH CONTROLLER WILL POWER UP Place magnetto _—
decrease setting

increase setting
AND OPERATE USING THE DEFAULT SETTINGS.

2.TO ADJUST ANY OF THE DEFAULT SETTINGS, PLACE MAGNET
ABOVE SET ON FACE OF SENSOR TO ACCESS THE SETUP MENU.

3.To CHANGE MENU ITEMS, PLACE MAGNET ABOVE SET oN
THE FACE OF THE SENSOR AGAIN.

4. To ADJUST THE SETTING, PLACE MAGNET ABOVE PLUS OR MINUS
SYMBOLS ON FACE OF SENSOR TO INCREASE OR DECREASE
THE SETTING.

5. THE MENU WILL SAVE THE SETTINGS ON TIMEOUT AFTER A FEW

SECONDS, DISPLAY THE TEXT RUN, AND RETURN TO AUTO FAN 1

OPERATION MODE TO THE SETTINGS CHOSEN. BLU: FAN OUT 1 (14 AWG)
POWER
RED: +V (18 AWG)

BLK: FAN GND (14 AWG)
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Splice Instruction
% ag Heat to shrink splice
/E until crimp mark
is removed
5 5| VOLTAGE/CURRENT RATINGS
2 ‘ 9-32VDC
30 AMP CONTINUOQUS
DEFAULT SETTINGS
WIRE GUIDE 11 FAN 1 SET MIN 105°F (40°C)
Fm ;::u: = -~—-*\ POINT RANGE: MAX 205°F (96°C)
FANGND < DEFAULT 115° (46°C)
§= HYSTERISIS: DEFAULT 8°F
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